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(*) TYPICAL SWALE DETAIL TO BE USED AS REFERENCE

PROPERTY LINE

EL.+8.00' EL.+8.00'EL.+8.00'

SLOPESLOPE EL.+7.50'

DRAINFIELD

NO RUNOFF WATER
SHALL BE PASSING
THE DRAINFIELD

SECTION B-B

SECTION A-A

SECTION D-D

CL OF ROAD

CL

EDGE OF PAVEMENTPROPERTY LINE

CROWN OF 
ROAD EL.EL.+7.75'

SLOPE SLOPE

TO MATCH CROWN 
OF ROAD EL.

SLOPE

25 FT 15 FT PARKWAY / DRIVEWAY APPROACH 10 FT ASPHALT PAVEMENT (ROAD)

SECTION E-E

CL OF ROAD

CL

EDGE OF PAVEMENTPROPERTY LINE

CROWN OF 
ROAD EL.

SLOPE

TO MATCH CROWN 
OF ROAD EL.

SLOPE

22 FT 15 FT PARKWAY / DRIVEWAY APPROACH 10 FT ASPHALT PAVEMENT (ROAD)

PL

PL

EDGE OF DRIVEWAY

SLOPE

EL.+7.92'
SLOPESLOPE

PROPERTY LINE

EL.+8.00' EL.+8.00'EL.+8.00'

SLOPESLOPE
EL.+7.50'

DRAINFIELD
6" SWALE 
DEPRESSIONNO RUNOFF WATER

SHALL BE PASSING
THE DRAINFIELD

SECTION C-C
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BBL

SIDEWALK WHEN APPLICABLE EXISTING ASPHALT
PAVEMENT

WELL COMPACTED FILL

EXISTING
COMPACTED FILL

1/4"/FT SLOPE

6" LIME-ROCK
COMPACTED LAYER

6" CONCRETE SLAB UNCOLORED
PORTLAND CEMENT CONCRETE
TYPE I OR TYPE III (3000 PSI)

12" MINIMUM LAYER OF STABILIZED SUBGRADE

8"x12" THICKENED EDGE
PROPERTY LINE

6" CONCRETE SLAB UNCOLORED
PORTLAND CEMENT CONCRETE
TYPE I OR TYPE III (2500 PSI)

4" GAP FILLED WITH
ARTIFICIAL GRASS

EXISTING
POOL DECK

EXISTING POOL
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F.F.E = 9.45' NGVD
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SITE SHALL BE GRADED SO AS TO PREVENT DIRECT 
OVERLAND DISCHARGE OF STORMWATER ONTO 
ADJACENT PROPERTIES AND RIGHT OF WAY
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THE ROW SWALE  IS TO BE GRADED USING THE 
VILLAGE OF PINECREST PUBLIC WORKS 
STANDARDS. SEE DETAIL 3/A103 FOR REFERENCE
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PROPOSED 
BERM

4A PROPOSED BERM

1.

2.
3.

4.

5.

ALL RAINWATER SHALL BE RETAINED ON SITE (PROPERTY) THROUGH SWALES, 
RETENTION AREAS, BERMS, AND DRAINS
ALL EQUIPMENT MUST BE MOUNTED ABOVE BASE FLOOD ELEVATION
DISCHARGE OF RAINWATER AND CONDENSATE WATER MUST BE AT LEAST 12" 
AWAY FROM THE FOUNDATION
SITE SHALL BE GRADED SO AS TO PREVENT DIRECT OVERLAND DISCHARGE OF 
STORMWATER ONTO ADJACENT PROPERTIES AND RIGHT OF WAY
REFER TO LEGAL SURVEY FOR SITE GEOMETRY, BOUNDARIES, ELEVATIONS, 
LOCATION OF EXISTING UTILITIES, AND STRUCTURES

SITE GRADING NOTESPROVIDE 8" MINIMUM
HIGH BERM

6" 2'-0"

8"

BERM TO BE CONSTRUCTED OF SUITABLE FILL MATERIAL, NO MUCK, 
OR OPEN GRADE SILICA, COMPACTED TO 92% DENSITY AND SODDED 
OR STABILIZED IN AN APPROVED METHOD TO PREVENT EROSION

⅊

MATCH 
EXISTING

4A - TYPICAL BERM DETAIL

NOTE: CONTRACTOR TO ASSESS SITE CONDITIONS
AND PREPARE FINAL GRADING PLAN SO THAT ALL
WATER SHALL BE RETAINED WITHIN THE PROPERTY LINES.

PROPERTY LINE

⅊
LP = -6" VARIES

SEE SITE PLAN
VARIES

SEE SITE PLAN

TYP. 5'-0"

4B - TYPICAL SWALE DETAIL
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