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48" COVER

WATER MAIN

NOTES:
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ON LONG SERVICES, A 3" PVC CASING PIPE

MAY BE INSTALLED BY USE OF A TORPEDO
UNDER EXISTING PAVEMENT IN LIEU OF

CUTTING AND PATCHING THE PAVEMENT.

CASING PIPE NOT REQUIRED OTHERWISE. \
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\TRACER WIRE (WHEN USING HDPE PIPE)

. CONTRACTOR HAS THE OPTION OF TAPPING AT 45

OR DUAL METER BOX
N
% P )

2" SWING JOINT ALIGNED 90°
15 x 2" CORPORATION STOP

2" SWING JOINT ALIGNED 90°

2. METERS WILL NOT BE INSTALLED IF THE METER BOX IS LOCATED ON A
DRIVING SURFACE.

3. PROVIDE 36" MIN. COVER FOR SERVICES INSTALLED WITHIN ARTERIAL
ROADS (INCLUDING ALL SECTION LINE AND HALF-SECTION LINE ROADS).

4. INSTALL TAPPING SADDLE FOR: THICKNESS CLASS D.l. MAINS 4" &
SMALLER, PRESSURE CLASS D.l. WATER MAINS 8" & SMALLER, OR WHEN
MAIN IS PVC, HDPE OR AC PIPE.

oo

WHEN MAIN IS SHALLOWER THAN 48", A J OR J BEND MUST BE USED.
WHEN USING HDPE SERVICE PIPE, A TEN GAUGE BLUE TRACER WIRE TO

BE TAPED TO THE PIPE EVERY 2 FT. WITH POLY OR DUCT TAPE.
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FOR PAVEMENT RESTORATION

FOR PAVEMENT
RESTORATION

COMPLY WITH F.D.O.T,
M-D COUNTY PUBLIC
WORKS, CITY OF MIAMI
OR OTHER LOCAL
GOVERNING AGENCY
HAVING JURISDICTION

GROUND

Y WATER ——

(VARIES)

PIPE BEDDING
TO SPRING LINE

NOTES:

1. FOR EXCAVATION AND BACKFILL AROUND MANHOLES, APPURTENANCES, OR IN WATER, REFER TO PROVISIONS WITHIN THE

SPECIFICATIONS.

2. UNLESS OTHERWISE SPECIFIED, BEDDING MATERIAL SHALL CONSIST OF SELECT BACKFILL MATERIAL 2" MAX. SIZE, OR WASHED
AND GRADED LIMEROCK (3/8°-7/8"), COMPACTED TO AT LEAST 90° OF MAX. DENSITY, 6" LIFTS, PER AASHTO SPEC. No.

T-180.

3. WHERE REQUIRED, SHEETING AND SHORING SHALL BE IN ACCORDANCE WITH SPECIFICATIONS.

4. WHERE UNSTABLE SOILS ARE ENCOUNTERED, INCLUDING PEAT, MUCK OR OTHER ORGANIC SOILS, ELASTIC SILT AND CLAYS
BELOW THE WATER TABLE, A FOUNDATION IS REQUIRED. COMPACTED TO AT LEAST 90° OF MAX. DENSITY, 6" LIFTS PER
MSHTO SPEC. No. T-180. FOUNDATION MATERIAL SHALL BE SELECT BACKFILL MATERIAL, 2" MAXIMUM SIZE IN 6" LIFTS.
EXTEND EXCAVATION AT LEAST 2' DEEPER FOR FOUNDATION UNLESS SUITABLE MATERIAL IS FOUND AT A LESSER DEPTH.

GREATER DEPTHS

5. POLYETHYLENE ENCASEMENT OF CAST IRON VALVES, PIPE AND FITTINGS, IF REQUIRED BY THE DEPARTMENT, SHALL BE PER
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‘ PIPE 0.D. PLUS 24 INCHES ‘
‘ TRENCH WIDTH ‘

MAY BE REQUIRED FOR EXTREMELY POOR CONDITIONS.
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SK& PUBLIC WORKS OR SPECIFIC

PN

COMPACTED TO AT LEAST 98% OF
MAXIMUM DENSITY, 6" MAXIMUM SIZE,
9" LIFTS, PER AASHTO

SPECS. No. T-180.

SELECT BACKFILL PLACED AND
COMPACTED TO AT LEAST 90%
OF MAXIMUM DENSITY, 2"

MAXIMUM SIZE, 6" LIFTS, PER
AASHTO SPEC. No. T-180.

FOUNDATION REQUIRED IN UNSTABLE
SOILS. (SEE NOTE No. 4)

CROSSING OVER A POTABLE WATER MAIN, THE CRITERIA FOR MINIMUM 12" VERTICAL SEPARATION BETWEEN LINES AND JOINT
ARRANGEMENT, AS STATED ABOVE, SHALL BE REQUIRED, AND BOTH PIPES SHALL BE D.I.P. D.l.P. IS NOT REQUIRED FOR STORM

SEWERS.

SLOPE PIPE DOWNWARD

PLUG. PLUG TO BE
REMOVED FOR FUTURE
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REVISIONS
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PRELIMINARY PLAN

NOT FOR CONSTRUCTION

THESE PLANS ARE NOT FULLY PERMITTED
AND ARE SUBJECT TO REVISIONS MADE
DURING THE PERMITTING PROCESS.

RESPONSIBILITY FOR THE USE OF THESE
PLANS PRIOR TO OBTAINING PERMITS FROM
ALL AGENCIES HAVING JURISDICTION OVER
THE PROJECT WILL FALL SOLELY UPON THE

USER.
ISSUE DATE: 10/11/2024
DESIGNED BY: DS
DRAWN BY: HA
CHECKED BY: TD

THOMAS F. DONAHUE, P.E.

FLORIDA REG. NO. 60529
(FOR THE FIRM)

MIN. SLOPE J}§'/FT.
FOUNDATION REQUIRED IN UNSTABLE 2. WHENEVER POSSIBLE MAINTAIN MIN. TEN (10) FEET HORIZONTAL DISTANCE (WALL TO WALL) BETWEEN POTABLE %/ nC %’ﬁ}g QSAN'::;ECTION CLIENT
WATER MAIN AND STORM SEWER, WASTEWATER MAIN, OR FORCE MAIN (A MIN. 6' SEPARATION MAY BE [ oW . VILLAGE OF
SOILS. (SEE NOTE No. 4) APPROVED ON A CASE BY CASE BASIS). MAINTAIN MIN. THREE (3) FEET HORIZONTAL DISTANCE (WALL TO WALL) COUPLING', BY OTHERS
‘ PIPE 0.D. PLUS 24 INCHES | BETWEEN RECLAIMED WATER MAIN AND POTABLE WATER MAIN, STORM SEWER, WASTEWATER GRAVITY MAIN OR P
NOTES: | TRENCH WIDTH | FORCE MAIN. PINECREST
1. FOR EXCAVATION AND BACKFILL AROUND MANHOLES, APPURTENANCES, OR IN WATER, REFER TO PROVISIONS WITHIN THE 3. FORCE MAIN CROSSING POTABLE WATER MAIN OR RECLAIMED WATER MAIN SHALL BE LAID TO PROVIDE A 45" BEND, 90° BEND
SPECIFICATIONS MINIMUM VERTICAL DISTANCE OF TWELVE (12) INCHES BETWEEN THE OUTSIDE OF THE FORCE MAIN AND g ROTATED AS REQD. PINECREST PARKS & RECREATION
‘ OUTSIDE OF THE POTABLE WATER MAIN OR RECLAIMED WATER MAIN WITH THE POTABLE WATER MAIN OR / s
2. FOR PVC PIPE NEW 3/4—INCH MAX SIZE PIPE BEDDING MATERIAL IS REQUIRED. EXISTING SELECT BACKFILL MATERIAL MAY RECLANED WATER MAN CROSSING OVER THE FORCE MAN
" BE SEGREGATED WITH ANY ROCKS LARGER THAN 2—INCHES REMOVED AND PLACED INTO THE TRENCH IF APPROVED BY THE 4. WASTEWATER LATERALS SHALL CROSS UNDER POTABLE WATER MAINS WITH A MIN. 12" VERTICAL SEPARATION -
WHENEVER POSSIBLE. WHERE THIS MINIMUM SEPARATION CANNOT BE MAINTAINED, A 20 SECTION OF DUCTILE IRON S~ ,
ENGINEER. PIPE POTABLE WATER MAIN CENTERED ON THE CROSSING IS REQUIRED AND THE MINIMUM VERTICAL SEPARATION TEE, ROTATED AS REQ'D. ,
SHALL BE 6". WHERE THERE IS NO ALTERNATIVE TO A WASTEWATER LATERAL PIPE CROSSING OVER A POTABLE !
3. WHERE REQUIRED, SHEETING AND SHORING SHALL BE IN ACCORDANCE WITH SPECIFICATIONS. WATER MAIN, A MINIMUM 12" VERTICAL SEPARATION IS REQUIRED, THE LATERAL SHALL BE P.V.C. C-900 SDR18 OR EXIST. OR PROP. GRAVITY
BETTER, THE POTABLE WATER MAIN SHALL BE D.LP. AND THE PIPE JOINTS SHALL BE EQUIDISTANT FROM THE POINT SEWER PIPE (8" MIN) PROJECT
4. WHERE UNSTABLE SOILS ARE ENCOUNTERED, INCLUDING PEAT, MUCK OR OTHER ORGANIC SOILS, ELASTIC SILT AND CLAYS OF CROSSING. '
BELOW THE WATER TABLE, A FOUNDATION IS REQUIRED. COMPACTED TO AT LEAST 90" OF MAX. DENSITY, 6" LIFTS PER 5. POTABLE WATER SERVICE LINES SHALL CROSS OVER WASTEWATER MAINS WITH A MIN. 12" VERTICAL SEPARATION.
ASHTO SPEC. No. T-180. FOUNDATION MATERIAL SHALL BE SELECT BACKFILL MATERIAL, 2" MAXIMUM SIZE IN 6" LIFTS. WHERE THIS MIN. SEPARATION CAN NOT BE MAINTAINED, THE WATER SERVICE SHALL BE ENCASED IN A MIN. 10’
EXTEND EXCAVATION AT LEAST 2' DEEPER FOR FOUNDATION UNLESS SUABLE MATERIL IS FOUND AT A LESSER DEPTH, LONG PVC CASING CENTERED OVER THE CROSSING WITH MIN. 6" VERTICAL SEPARATION. SECTION /AY
GREATER DEPTHS MAY BE REQUIRED FOR EXTREMELY POOR CONDITIONS. 6. WASTEWATER MAINS, WATER MAINS, STORM PIPES AND OTHER UTILITY PIPES NTS. ! GARY MATZNER
5. POLYETHYLENE ENCASEMENT OF CAST IRON VALVES, PIPE AND FITTINGS, IF REQUIRED BY THE DEPARTMENT, SHALL BE PER P ARK
ANSI/AWWA C105/A21.5, METHOD A, B OR C FOR TYPE | CLASS C TUBE, MIN. 8 MILS THICK. [SAN__SEWER CLEAN-OUT SS 22.0
|GRAVITY SEWER SERVICE LATERALS uc-310
6. NO COMPACTION IS REQUIRED BELOW THE WATER TABLE. CROSS | SPEC. ITEM CROSS | SPEC.
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