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7.52 SF CROSS SECTIONAL AREA

135' TOTAL LENGTH 1,015 CF
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PUBLIC WORKS CONDITIONS OF PERMIT-SFR-D/W : \)

I AAANANNANNAAANANANAAAAANAAANAANNAANA

NOTES :

LEGEND :

MINIMUM STORAGE REQUIRED: 4,346 FT°® (SEE CALCULATIONS ATTACHED SEPARATELY)

CATCHMENT AREAS PROVIDED:

CALCULATION = ((TOP AREA + BOTTOM AREA) / 2) X DEPTH OF AREA

AREA 1 (6" DEPTH) - 7,125 SF + 6,151 SF = 13,276 SF/ 2 = 6,638 SF x .50' = 3,319 FT*
AREA 2 (4" DEPTH) - 282 SF + 139 SF =421 SF/ 2 =210 SF x .33' =69 FT*

AREA 3 (6" DEPTH) - 112 SF + 48 SF = 160 SF/ 2 = 80 SF x .50' = 40 FT*

AREA 4 (6" DEPTH) - 743 SF + 430 SF = 1173 SF/ 2 = 586 SF x .50' = 293 FT?
AREA 5 (5" DEPTH) - 1,963 SF + 1,327 SF = 3,335 SF/ 2 = 1,668 SF x .41' = 684 FT*®
AREA 6 (5" DEPTH) - 1,270 SF + 692 SF = 1,962 SF/ 2 = 981 SF X .41' =402 FT*

AREA 7 (4" DEPTH) - 110 SF + 46 SF = 156 SF/ 2 =78 SF x .33' =27 FT*

STORAGE PROVIDE WITHIN PROPERTY, TOTAL OF AREAS 1 TO 7 = 4,834 FT®

(SWALES WITHIN EXISTING PARKWAY):

SWALE 1 - 7.52 SF CROSS SECTIONAL AREA 24.58'+ 110.41 = 135' TOTAL LENGTH: 135' X 7.52 SF = 1,015 FT?

K NOTE: NO GRADING ALLOWED WITHIN 10' RADIUS OF MATURE TREES, SEE PLAN
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1. NO FILL OF ANY KIND CAN BE BROUGHT ON SITE
OR TO THE ROW OUTSIDE OF THE BUILDING
FOOTPRINT.

8. ANY DECORATIVE D/W IN THE ROW SHALL HAVE AN
8"W X 12"D, 3,000-PSI, FIBER MESH CONCRETE
HEADER CURB LOCATED BETWEEN THE ASPHALT
AND THE PROPOSED D/W. THE EDGE OF THE HEADER
CURB WILL BE A MINIMUM OF 10' FROM THE
MIDDLEOF THE ADJACENT ROAD OR TO THE EDGE OF
THE EXISTING ASPHALT EDGE, WHICHEVER IS
GREATER.

12. ALL WORK CONDUCTED IN THE ROW WILL
IMPLEMENT THE APPLICABLE FDOT STANDARD INDEX
600 SERIES FOR MOT.

2. NO RUNOFF GENERATED FROM THE DRIVEWAY IS
PERMITTED TO DISCHARGE DIRECTLY TO THE ROW
OR ADJACENT PROPERTIES.

13. ALL SIDEWALK REPLACEMENT WILL BE OPEN TO

TRAFFIC WITHIN 48 HOURS OF THE SIDEWALK BEING
CLOSED FOR DEMO. THIS INCLUDES DEMOLITION OF
EXISTING SIDEWALK, PLACING FORMS, PLACING AND

3. THE ROW SWALE IS TO BE GRADED USING THE FINISHING CONCRETE AND STRIPPING FORMS.

VILLAGE PW STANDARD. 9. NO MATERIALS OF ANY KIND WILL BE STORED FOR

ANY LENGTH OF TIME ON THE PUBLIC SWALE. 14. NO PORTION OF THE PUBLIC ROW AND CAN BE

ENCLOSED BY THE CONTRACTOR'S FENCE AT ANY
TIME.

4. NO TREES ARE TO BE PLANTED IN THE ROW
BEFORE A CONDITIONAL APPROVAL OF THE ROUGH
GRADING OF THE SWALE HAS BEEN APPROVED BY
PUBLIC WORKS.

10. EXISTING SIDEWALKS WILL BE MAINTAINED AT ALL
TIMES, FREE OF ANY LOOSE MATERIAL, AND OPEN TO
PEDESTRIAN TRAFFIC AT ALL TIMES. NO VEHICLES

CAN PARK ON THE SIDEWALK AT ANY TIME.
5. NO SHRUBS ARE TO BE PLANTED IN THE ROW AND

ANY EXISTING SHRUBS ARE TO BE REMOVED.

15. ALL SOD IN THE ROW WILL BE SAND GROWN,
'EMPIRE ZOYSIA'

11. ANY SIDEWALK CROSSED BY A D/W APPROACH
MUST BE REPLACED WITH 6” THICK SIDEWALK AND
EXTEND TO THE NEXT ADJACENT WHOLE FLAG ON
EITHER SIDE OF THE NEW APPROACH. LONGITUDINAL
SLOPE CANNOT EXCEED 5% AND MAXIMUM CROSS
SLOPE IS 2%. ALL SIDEWALK CONSTRUCTION THAT
INTERSECTS WITH A CROSSWALK MUST BE PARALLEL
WITH THAT CROSS WALK AND WILL HAVE
DETECTABLE WARNING SURFACE PLACED
PERMANENTLY IN CONCRETE - NO SCREW-DOWN
DETECTABLE WARNING SURFACE IS PERMITTED. ALL
SIDEWALK IN THE ROW WILL BE A MINIMUM OF 10'
FROM THE NEAREST EDGE OF PAVEMENT AND
MARKED AS SUCH IN THE SIGNED AND SEALED
PLANS.

16. ALL DRIVEWAY APPROACHES WILL MEET ALL ADA
REQUIREMENTS FOR OBSTRUCTIONS, BOTH
VERTICAL AND HORIZONTAL AND FOR SLOPE, BOTH
CROSS SLOPE AND LONGITUDINAL.

6. NO IRRIGATION, LIGHTING, OR ELECTRICAL
COMPONENTS OF ANY KIND MAY BE INSTALLED IN
THE ROW.

7. ALL PROPOSED TREES IN THE ROW WILL BE
PLANTED A MINIMUM OF 7' FROM THE EDGE OF
PAVEMENT TO THE FACE OF THE TREE AND WILL BE
OF A TYPE, KIND, AND SPACING AS APPROVED BY
THE PUBLIC WORKS DEPARTMENT. PUBLIC WORKS
CONTACT INFORMATION IS:
PUBLICWORKS@PINECREST-FL.GOV

1. ALL ELEVATIONS REFER TO THE NATIONAL GEODETIC VERTICAL DATUM (N.G.V.D.)

2. GRADING CRITERIA:

A. DADE COUNTY FLOOD CRITERIA ELEVATION: +6.75 AS PER PLAT BOOK 120,
PAGE 13.

B. FEDERAL EMERGENCY MANAGEMENT AGENCY (F.E.M.A.): FLOOD ZONE "X"
BASE FLOOD ELEVATION N/A AS PER F.I.LR.M. PANEL NO 0456 L COMMUNITY NO.
120425 DATED SEPTEMBER 11, 2009

3. DRAINAGE DESIGN CRITERIA:

A. DESIGN STORM: 25-YEAR, 24-HOUR PER SFWMD ERP MANUAL VOLUME IV
FIGURE C-5.

B. DESIGN WATER TABLE ELEVATION: +3.00 AS PER DADE COUNTY PUBLIC
WORKS MANUAL PART 2, SEC. D4, WC 2.2

4. PROVIDE A SMOOTH SURFACE TRANSITION BETWEEN NEW AND EXISTING
PAVEMENTS.

5. LANDSCAPED AREAS FINISHED GRADING SHALL BE UNIFORMLY SMOOTH AND
CONTOURED TO MEET THE INTENT OF THE GRADING PLAN, AESTHETICALLY
PLEASING, DRAIN WELL AND READY TO RECEIVE SOD AND OTHER PLANT MATERIAL
TO FULL SATISFACTION OF THE OWNER

6. THE CONTRACTOR SHALL PROVIDE BEST MANAGEMENT PRACTICES DURING
CONSTRUCTION TO PREVENT EROSION AND DISCHARGE FROM THE SITE DURING
LAND DISTURBING ACTIVITIES.
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ARCHITECT :

THIS DRAWING IS PROPERTY OF SV DESGN, INC. AND IS NOT TO BE
REPRODUCED OR COPIED IN WHOLE OR IN PART WITHOUT THE PRIOR
WRITTEN CONSENT OF SV DESIGN, INC. THIS DRAWING IS TO BE USED FOR
THE PROJECT AND SITE SPECIFICALLY IDENTIFIED HEREIN. THE SCALES ARE
AS STATED. THE CONTRACTOR SHALL CAREFULLY REVIEW ALL DIMENSIONS
AND CONDITIONS SHOWN AND IMMEDIATELY NOTIFY THE ARCHITECT AS TO
ANY ERRORS, OMISSIONS, OR INCONSISTENCIES DISCOVERED.

COPYRIGHT (C) SV DESIGN, INC.

ALBERT MILO
11901 SW 63RD AVE
PINECREST, FL 33132

MILO RESIDENCE

11901 SW 63 RD AVE
PINECREST, FL 33156

SY DESIGN, INC.

1900 CORAL WAY #301, MIAMI, FL 33145
T. 786.356.3799 F. 305.856.7478 www.svdesigninc.com

DRAWING INFORMATION :

SHEET :
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04.25.25
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THIS ITEM HAS BEEN DIGITALLY SIGNED AND SEALED BY ANTONIO O. SOSA ON THE
DATE ADJACENT TO THE SEAL. PRINTED COPIES OF THIS DOCUMENT ARE NOT
CONSIDERED SIGNED AND SEALED AND THE SIGNATURE MUST BE VERIFIED ON ANY

ELECTRONIC COPIES

(©) Copyright 2024 SV Design, Inc. All Rights Reserved
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LOW AREA ADJACENT TO WASH OFF
AREA TO COLLECT RUNOFF FROM

6" THICK COARSE AGGREGATE
LAYER OVER PLASTIC FILTER
FABRICATE

EDGE OF 6” ELEVATED BERM
WASH AREA PAVEMENT P/L 3" MIN FROM P/L
| 6” THICK COARSE AGGREGATE
EDGE OF P/L / LAYER OVER PLASTIC FILTER
PAVElMENT 4 FABRICATE
| | ! \
EXISTING SUB—GRADEABRICATE
SECTION A-A
2—3" COURSE AGGREGATE =
MIN 6" THICK OVER PLASTIC FILTER :
FABRIC LAYER OVER EXISTING © NOTES:
A _ .
A . SUBZORADE MATERIAL © 1. THE CONSTRUCTION ENTRANCE SHALL BE MAINTAINED IN
A CONDITION SO IT PREVENTS SEDIMENT FROM TRACKING OR
FLOWING OFF THE CONSTRUCTION SITE ON THE PUBLIC
RIGHT—OF—WAY. THIS MAY REQUIRED THE CLEANING OR
REPLACEMENT OF THE COARSE AGGREGATE.
| A 2. IT MAY BE NECESSARY TO WASH THE TRUCK TIRES THAT
| ARE LEAVING THE SITE.
3,_0"
JMIN ——6" ELEVATED BERM 3. IF WASHING IS REQUIRED, THEN IT WILL BE DONE SO THE
300" MIN WASH RUN—OFF GOES TO AN ADJACENT LOW AREA AND NOT
FLOW IN TO THE PUBLIC RIGHT—OF—WAY.
AKCONTRACTOR TO FURNISH WATER
SUPPLY TO WASH MATERIAL TRUCKS
BEFORE LEAVING THE SITE
PLAN
CONSTRUCTION ENTRANCE DETAIL
SCALE: 1/8” = 1'=-0"
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POST OPTIONS: SOFTWOOD
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TEMPORARY SILT FENCE DETAIL
SCALE: 1/4” = 1'-0"
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NOTES: = C&G INLET
WOOD STAKE 5
1. SILT FENCES (EROSION CONTROL FENCE) SHALL BE Z
PROVIDED AS SHOWN ALONG THE PROPERTY LINE TO PREVENT 2
CONSTRUCTION DEBRIS FROM LEAVING THE CONSTRUCTION 0 =
SITE.
A <+
2. THE SILT FENCE SHALL BE PLACED A MINIMUM OF TWO I
FEET INSIDE THE PROPERTY LINE TO ALLOW THE INSTALLATION Wﬂ’?\/ _
OF A PERIMETER WIND SCREEN & CONSTRUCTION FENCE. > //\ //> > NOTES:
/
3. A PERIMETER SIX FOOT HIGH CHAIN LINK FENCE COVERED %\7%\//\»/\\\/ 1. SYNTHETIC BALES SHALL BE TRENCHED 3" TO 4" AND

WITH A WIND SCREEN SHALL BE INSTALLED ALONG THE

PROPERTY LINE.

ANCHORED WITH 2—-1"X2" (OR 1” DIAM.) X 4" WOOD STAKES.
STAKES OF OTHER MATERIAL OR SHAPE PROVIDING
EQUIVALENT STRENGTH MAY BE USED IF APPROVED BY THE
ENGINEER.

2. ADJACENT SYNTHETIC BALES SHALL BE BUTTED FIRMLY
TOGETHER. UNAVOIDABLE GAPS SHALL BE PLUGGED WITH
HAY OR STRAW TO PREVENT SILT FROM PASSING.

3. SYNTHETIC BALES SHALL BE INSTALLED AT ALL NEW

INLETS ON PRIVATE PROPERTY AND SYNTHETIC "SOCKS” ON

EXISTING INLETS IN THE PUBLIC RIGHT OF WAY DURING — ~_
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