ELECTRICAL NOTES.

1. INSTALL WIRING AND DEVICES AS INDICATED IN POOL DATA SHALL FURNISHED ELECTRICAL SERVICE
AT EXISTING ENTRY. INSTALL DISCONNECT SWITCH AT MOTOR IF NOT WITHIN 50" OF FUSED SWITCH
AT SERVICE POINT. ELECTRICAL LIGHT CONNECTION TO COMPLY WITH NEC ARTICLE 680

2. ALL METALLIC CONDUITS, PIPING SYSTEM, REINFORCING STEEL, LIGHTING FIXTURES AND FIXTURE
HOUSING, METAL PARTS OF LADDERS, AND THEIR SUPPORTS, SHALL BE BOUNDED TOGETHER

AND GROUNDED TO A COMMON GROUND. THE BOUNDING CONDUCTORS SHALL NOT BE SMALLER
THAN #8 COPPER.

3. NO OVERHEAD OPEN WIRE OVER POOL WATER. NOT RECEPTACLES WITHIN 6" OF WATER.

4. ELECTRICAL CONTRACTOR TO VERIFY COMPLIANCE OF HOUSE WITHIN 10 FEET OF POOL
WITH NEC 680.26 (GFCI PROTECTION IS REQUIRED FOR ALL OUTLETS SERVING POOL, PUMP MOTORS)

5. POOL LIGHTING MUST COMPLY WITH FBC 2023 8th EDITION AND NEC ARTICLE 680
6. RECEPTACLES IN WET LOCATIONS SHALL BE LISTED AS WEATHER RESISTANT TYPE NEC ARTICLE 680

7. ELECTRICAL CONTRACTOR TO VERIFY COMPLIANCE OF HOUSE WITHIN 10 FEET OF POOL
WITH NEC ARTICLE 680 (15A & 20A TAMPER RESISTANT RECEPTACLES REQUIRED)

8. POOL PUMP TO COMPLY W/ FBC 2023 8th EDITION ENERGY CONSERVATION
AND FLORIDA BUILDING CODE R 4501.7
POOL PUMPS AND POOL PUMP MOTORS WITH A TOTAL
HORSEPOWER (HP) OF GREATER THAN OR EQUAL TO 1 HP
SHALL HAVE THE CAPABILITY OF OPERATING AT TWO OR MORE SPEEDS.
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