3I

be sloped a minimum of 2 percent away from the building, except as otheruise
permitied in Section 121215, 10123 or 10126.1.

Exception: Where climatic or soil conditions warrant, the slope of the ground
away from the building founclation shall be permitied to be reduced to not
less than one unit vertical in 48 unite horizontal (2-percent slope).

SAND AND/OR ROCK )
UPON EXCAVATION OF POOL, PRIOR TO THE INSTALLATION OF POOL

FOUNDATION $YSTEM THE BUILDING OFFICIAL SHALL BE PROVIDED SWIMOUT DETAL
WITH A STATEMENT FROM AN ARCHITECT OR ENGINEER TO CERTIFY TYPICAL WALL SECTION _ - _ 5. W.

THE PRESUMPTIVE SOIL BEARING CAPACITY.

~18th ~~ COURT

TOTAL 50' RIGHT OF WAY

REVISIONS BY
STATEMENT:
. samu THE PROPOSED LOCATION OF SUIMMING POOL SHALL COMPLY WITH ALL
GENERAL NOTES FENCE REQUREMENTS: BARE@a.;mNe e = OVERHEAD CONDUCTORS (POUER LINES, SERVICE DROP, AND LOW VOLTAGE
1- ALL FLOORS AND WALLS OF POOL TO BE CONCRETE SHALL BE 2023 FBC 8th EDITION " ) o ) ) LINES) PER NEC. - 680-9 (A) (B) (C) Overhead Conductor Clearances
ENEUMATICALLY PLACED (SHOTCRETE OR GUNITE) A 28 DAY MINIMUM 245€||.1'|Refi dertial swimmiln g hb‘?l"i er "elq“irim g”t' 2023 FBC. 8th EDITION R4501.17 Residential swimming barrier requirement. A— PROFERTY LINE X
COMPRESSIVE STRENGTH OF 4000 PSI. esidential swimming pools shall comply with Sections BARRIER DESCRIPTION .
2- ALL REINFORCING STEEL TO CONFORM TO ASTM 615 G 60. R4BOIITI through R4501113, | PROVIDE &' MINIMUM EXISTING 48" HIGH CHAIN LINK FENCE 152
L REINFORCING STEEL RM RADE g FENCE | AS PART OF POOL BARRIER
3- ALL POOL PIPING TO BE SCHEDULE 40 PVC BEARNG NSF APPROVAL Exception: A suimming pool with an approved safety pool SEE SITE PLAN FOR FENCE INFORMATION : EFngiﬂrTevpza O PASTOPPOOC BARRER L ) e UT”LET
WITH LOGO PRINTED. PLASTIC PIPE SUBJECT TO A PERIOD OF cover complying with ASTM Fi346. ALARMS| 4 I’ =433 % 7z AT T Z 2l PO
- DOORS ¢ WINDOWS PROVIDING DIRECT ACCESS TO POOL ¢ - ! OEY
PROLONGED SUNLIGHT EXPOSURE SHALL BE COATED TO PROTECT IT R4502I.7.10utdoor swimming pools. ' — 3 = - - - -r -- 1 1
FROM ULTRAVIOLET LIGHT DEGRADE - 2023 FBC &th EDITION R4501565 Outdoor s[,uimming Pools ?h;l be provided with a barrier FROM DUELLING SHALL BE EQUIPFED W/ EXIT ALARM COMPLYING ADJACENT ° ‘ 0 ! /I
4- FILTER BACKWASH SHALL COMPLY WITH CHAPTER R450120 OF THE complying uith RABOLITLI through RA5OLITLA. W/ UL 2011 W/ A MINIMUM SOUND PRESSURE RATING OF €5 DB AT 10 PROPERTY | AN | =% K “To't';* _______ L B-0 L0
2023 FBC. 8th EDITION. gl FEET, OR, SHALL BE EQUIPPED W/ SELF-CLOSING, SELF-LATCHING s el =S POLE I\ | oovores FromosED o | i
5- NO POOL OR S$PA DECK SHALL BEAR ON ANY TYPE OF SOILS EXCEPT The top of the barrier shall be at least 48 inches (1219 mm) DEVICE INSTALLED MIN. 54° ABOVE FLOOR FPER R450II113 e el e e e e e I R MINIMUM HiGH (& i
P I 1= I PROVIDE DOORS AND | = ALL RAINWATER MUST BE GH BERM (SEE I
CLEAN SONDS OR ROCK WHICH SHALL BE COMPACTED T0 PROVIDE A above grade measured on the side of the barrier uhich GATE ALARM MANUFACTURER - TECHKO MODEL- SI8TD / ETL rF. 1 r Eo 7 | unoows ALARMON AL~ MANTANED WITHIN DETAIL THIS [SHEET) I
SAFE BEARING CAPACITY OF 2000 PSF. ANY ORGANICS, MARLS, OR faces auay from the swinming pool. The maximum vertical APPROVED UNDER UL 2017 STANDARDS , v BATTERY OPERATION, I | EXISTING J15 QRFT| DRANJIELD | | sopNNGS WITH DIRECT PRIVATE PROPERTY L1
OTHER TYPES OF DEL ETERICUS MATERIALS ENCOUNTERED ON clearance betueen grade and the botton of the barrier WATERAEATHER RESISTANT, AUDIBLE ALARM- li0-15 db 8 10 FT. SECTION-X / BERM DETAL : | O CHAYEERg AN 20p 5rT. pF | | SEEERE DA — B
EXCAVATION SHALL BE REMOVED (DEMUCKED) IN THEIR ENTIRETY AND shall be 2 inches (51mm) measured on the side of the barrier UNIT S8HALL BE INSTALL AT A MINIMUM HEIGHT OF 54", HIGH ENOUGH i UNOBSTRUCTED AREA | :
THE AREA SHALL BE BACKFILLED UITH ACCEPTABLE SOIL AND e Tececs s o the o O et oot TO BE OUT OF REACH OF CHILDREN L BERM TO BE CONSTRUCTED OF SUTABLE ! - F4 k-
COMPACTED N 2'THICK LAYERS, WHERE THE CONTRACTOR CAN NOT y fre g pool. bhe P FILL MATERIAL, NO MUCK, OR OPEN GRADE - A R T T T T T I L
REMOVE THE ORGANICS DUE TO UHATEVER CAUSED, THE POOL SHALL BE the P‘;lol' “'”TC‘W e abdo"e grade ”;f ba”"le" may be at SILICA, COMPACTED TO 92% DENSITY AND : T v 00001011 REs
REDESIGN FOR PILING. ground level or mounted on top of the pool structure. $ODDED OR STABILIZED N AN APPROVED : o
6- IN ALL CASES THE POOL CONTRACTOR SHALL TAKE ALL PRECAUTIONS Where the barrier is mounted on top of the pool structure, — METHOD TO NT EROSION -1 F4 F4 F4 A e
- : PROVIDE 54 x &' ALUMINUM ETHOD TO PREVENT ER | ) E; ®
TO PROTECT EXISTING STRUCTURES FROM FAILURE BY SHORING, the maximum vertical clearance betwe'en the top oF'the pool SELF LATCH PICKET GATE WITH SELF 2. GRADE ELEVATIONS ALONG EACH | [ O I PROPOSED EY I . R
UNDERPINNING OR ANY OTHER METHOD IF REQUIRED. THE DESIGN structure and the bottom of the barrier shall be 4 inches AT 54" HIGH CLOSER AND SELF | ATCH PROPERTY LINE SHALL MATCH EXISTING ’ RN S POOL | L o N
ENGINEER ASSUMES NO RESPONSIBILITY FOR THE SAFETY OF EXISTING (102 mm). ‘\ ADJACENT PROPERTY GRADE ELEVATIONS | - | N Ty QP
STRUCTURE, R45OIM.2 \ ‘ | -4 4 F4 F4 A o o Al AREEAE
- THE DESIGN ENGINEER ASSUMES NO RESPONSIBILITY FOR POOL The barrier may not have any gaps, openings, indentations, ALUMINUM PICKET EENCE Qﬂ% ukz)l -0 L |} | B-9f | | | J &-8 |L 30-" * IS-4" W 48] ~ &} @ o
CONSTRUCTION IN EASEMENTS OR REQUIRED SETBACK AREAS. PLOT protrusions, or structural components that could allow a 10 REJE C‘I"D 4 SPHERE; w ‘i L ‘i L E |1 i O m [TH 3
PLANS NOT PREPARED FROM LEGAL SURVEYS OF THE EXISTING LOT AND goung child to craul underl 5queeze throughl or climb over ( ™ ) I HA V4 I ﬁ a “ \V4 O Q — Q
RESIDENCE ARE 50 INDICATED. POOL CONTRACTOR SHALL VERIFY ALL i - i BY OTHERS git Z¥- -4 4 F4 F4 FA 2z Z Em
the barrier as herein described below. One end of a T f aQ Jw T o
DIMENSIONS IN THE FIELD AND ESTABLISH LOT LINES IF NECESSARY. i ; ; N @ = ALUMINUM PICKET FENCE =z ZzO0! 0> w q) i=
removable child barrier shall not be removable without the /1 : 4 [ TR I I IR I - 14 Wy
DIMENSIONS PRIOR TO CONSTRUCTION. e T J 2'-3" o o e y
8- CONTRACTOR SHALL ESTABLISH LOCATIONS OF UTILITIES AT THE SITE. gigﬁ‘fl.;'l‘;h dliameter (122 mn) sphere. iy 3 Tt sk L,_—I_l e e B\ o DECK NDER % > s 3 B s~
MINIMUM CLEARANCE DIMENSIONS SHALL BE HELD AND SHALL BE AS St bamiers which do not have operinas shall rot contain £ UATER Tl ® TS BERMIT Z i1 | = o oy ® 5
REQUIRED BY THE LOCAL REGULATORY AGENCY IN GENERAL. HOLD A > o e e o ot RUVIV RN W EVEL ERS 'k e \ 13'-g" HEXS U 9+ Q
DISTANCE OF 10 FEET FROM OVERHEAD ELECTRIC LINES TO OPEN POOL lhaentations or protrusions except for normal construction T, 11| 3 E’F‘ -1 DING ECTRIC Ty fsa
WATER EDGE AND 5 FEET FROM UNDERGROUND ELECTRIC LINES, tolerances and tooled masonry jointe. N | X RE z4! 17N\ FETER A NMES T H
3- POOL SLIDES TO BE INSTALLED IN ACCORDANCE WITH LATEST EDITION R45011114 GRADE ! | : © L \_ P —— — i e SToe
OF CONSUMER PRODUCTS SAFETY COMMISSION Where the barrier Is composed of horizontal and vertical ki TO PUMP — | V N il < EXISTING 900 F ALLONS - | il <t 33 g
10-MINIMUM 4'-2" HIGH 16 FENCE RECOMMENDED AROUND ALL POOLS IN members and the distance between the tope of the O soRING LOADED SELF c[_osmﬂ =~ L a-p - SEPTIC TANK Y Q9§
UNSCREENED AREAS. COMPLY WITH CHAPTER R45011T OF THE 2023 FBC horizontal members s less than 45 inches (1143 mm), the &~ . 2 . A | I~ | S99
, ) HINGES WITH 92° STOP (TYP.) ~ | B E ! \ ® ) TS50
8th EDITION. horizontal members shall be located on the swimming pool 1 A g _*( 5-2' N\ .} 5-2' I HOS
I-WHERE POOLS ABUT OR ARE PLACED NEARBY SEAWALLS OR side of the fence. Spacing betueen vertical members shall ALUMINUM PICKET SINGLE GATE DETAL ] ' Lo B (O) Rl
BULKHEADS SPECIAL CARE SHALL BE EMPLOYED. THE WALLS SHALL BE ot exceed 13/4 inches (44 mm) in widith. Where there are (10 COMPLY WITH EB.C. 2003 8th EDITION R4BZ1) . = ' B Pl ~ L
IN GOOD CONDITIONS NOT PERMITTING ANY SHIFTING OR REMOVAL OR decorative cutouts within vertical memboers, spacing within 2 I POOL EQUIPMENT :I O ©
LOOSENING OF THE SUPPORTING $OIL AWAY FROM THE POOL. IF THE WALLS the cutouts shall not exceed 13/4 inches (44 mm) in width. | Al _ i SURROUNDED WITH M-
DO NOT FULLY CONTAIN THE SOILS BEHIND THEM, THEY SHALL BE RABOIMIS Q, 36' HGH SHRIBS | || §
REPLACED OR REPAIRED. CONTINUAL MAINTENANCE OF THE WALLS 18 Where the barrier is composed of horizontal and vertical SKIMMER DETAL P il i
REQUIRED OF THE PROPERTY OUNER WHEN EXCAVATING FOR THE POOL, norbere ard the Grstam batioen the tops of the RLOOR AND WALL THICKNESS SCHEDULE 9 L L 8 i ”“I||||
THE SEAWALL TIEBACKS SHALL NOT BE CUT. UHERE CONCRETE DEAD-MEN horizontal menbers is 45 nches (1143 m) or more, spacing wl o |‘| “}
FALL WITHIN THE EXCAVATION, NOTIFY THE ENGINEER FOR INSTRUCTIONS. betueen vertical members shall not exceed 4 in clhes (102 WALL THICKNESS TOP BOTTOM [a g :l [a | |
2-THE CONTRACTOR SHALL BACKFILL THE POOL SHELL WITH CAUTION. THE e o e s S o il
PLUMBING SHALL NOT BE DISTURBED. BACKFILL SHALL BE . there there are decorative cutouts witnin vertica PLACED CONCRETE 6' 6" 2 P2 il
ACCOMPLISHED WITH CLEAN 5ANDS FREE OF ORGANIC MATERIALS AND t"imhbef‘a Spacing l{’(':m” the cutouts shall not exceed 13/4 -0 10" 1-0 e Lol e
SHALL BE PLACED IN 12' THICK LAYERS. EACH LAYER SHALL BE E 4;;' nle /i wldin. FLOOR THICKNESS BOTTOM WATER LEvEL—\ ® | ® (8) Sk il N
COMPACTED TO 92 % OF THE SOILS MAXIMUM DENSITY BY TAMPING -l 1
SOLIDLY. $0ILS BELOW THE PATIO SHALL BE PLACED IN A SIMILAR Maximum mesh size for chain link fences shall be a 21/4-inch PLACED CONCRETE 6" LAY IS % : EI g
MANNER. scuare (57 mm) unless the fence s provided with slate (A) 0 | il o
13-WHERE PATIOS ARE INDICATED BY OTHERS. THE PATIO DESIGN NOTES fastened at ;he Itoa orcheb?tt(jﬂ whi)ch reduce the openings o (A (© ol | I
SHOUN ON THE TYPICAL WALL SECTION DO NOT APFLY. PATIO DESIGN to no more than 13/4 inches (44 mm). Q O ) o s
SHALL BE BY OTHERS. R4501I1..7 FLOTATION ANALYSIS 3 = T il N .COp/“,
14-WARNING: TO EMPTY POOL AFTER CONSTRUCTION FOR REPAIRS OR ANY Where the barrier is composed of diagonal memoers, the , @ (A) al a—X ~NCENS X
OTHER REASON, THE HYDROSTATIC UPLIFT PRESSURES BENEATH THE maxinun opening formed by the diagonal members shall be WATER LEVEL ELEVATION (TOP OF UALL) 1243 N A/C I E S
POOL MUST BE ELIMNATED TO PREVENT THE POOL FROM FLOATING no more than 13/4 inches (44 mm). POOL DEPTH (bottom of pool slab) 56 1 o |© v K Lo v
UPWARD. THE OUNER MUST CONSULT AND POOL REPAIR CONTRACTOR R450111718 LOW POINT POOL LEVEL 689" e wt Lo | u
EXPERIENCED IN ELIMINATING UPLIFT PRESSURES. Accese gates, when provided, ehall be self-closing and O i o
- : S . ASE FLOOD ZONE 'AH' 15 Q If o
NOT TRANSFERABLE FROM ONE CONTRACTOR TO ANOTHER WITHOUT THE ; : BF. DEPTH LEVEL 26! - TO I
WRITTEN PERMISSION OF THE DESIGN ENGINEER AND TO THE BEST OF OUR through RaSQUILT and ehall be equipped uith & ¥ 8-t Bl
PROFESSIONAL KNOULEDGE AND BELIEF. THEY HAVE BEEN PREPARED N self-latching locking device located on the pool side of LESS HYDROVERTICAL (1'4"¢ VALVE) -20' (A) RISER HEIGHT MUST BE UNIFORM (12* MAX,) except top and bottom — | | /
NCBI_E. 7 the gate. Uhere the device release is located no less than HYDROSTATIC UPLIFT -39 riser which may vary in height but shall not exceed 12' | [ ¢—EKISTING 5'W x 6'H iy ,“”“\\\\\‘\
COMPLIANCE WITH THE ANSI-NSPI-5-2003, 2023 FBC &th EDITION AND ALL B e (S0 ) fon tr b A he stovt . A LMINIM GATE W
APPLICABLE LOCAL CODES AND REGULATIONS. inches (1272 mm) from t ottom of the gate, the device (B) TREAD LENGTH 12" MINIMUM I
16~ CONCRETE POOL DECK. SHALL BE PROVIDED W/ 4" WIDE SAUCUT release mechanism may be located on either side of the NEGATIVE UPLIFT THEREFORE USE A (C) CONTRASTING TILE AT EDGE (OPTIONAL) | SELF CLOSERI AND| PELF . . Lo
CRACK CONTROL JOINTS 5!'-:’ ACED AT 5'-0' OC. OR F 0142 AN EFFECTIVE gate and so placed that it canmnot be reached by a young MINIMUM OF &' CONCRETE &LAB TREADS SHALL HAVE SLIP-RESISTANT SURFACES- ANSI/APSP-ICC-5 &.15. | {ATCH AT 54' HiGH iﬁl.l?‘l-'-lll:llf‘1zu.14¢EbLUl-llTH | |:
-y child over the top or through any opening or gap from the bl
CONCRETE AREA OF 150 Q. FT. CRACK CONTROL JOINTS SHALL BE : p or through any opening or gap ] o SELF CLOSER AND SELF .
SAUCUT AT A DEPTH OF I/3 THE SLAB THICKNESS. outside. Gates that provide access to the swimming pool Z::: gggz z tb(fl]zb:tg‘]’:“m) x b (colum of uater) I LATCH AT 54' HIGH I
- SHORING MAYBE REQUIRED WHEN SOIL CONDITIONS EXHIBIT UNSTABLE must open outuard auay from the pool. The gates and ' Y vas ol N | I
ROCK FORMATION WHEN POOLS ARE LESS THAN 5' FROM STRUCTURE. IF barrier shall have no opening greater than 1/2 inch (121 mm) gpacing = —o 4 . 22OV . COPING | Lo
UNSTABLE SOIL 15 FOUND IT AT TIME OF EXCAVATION NOTIFY ENGINEER within 18 inches (4571 mm) of the release mechanism. As min. oM WATER LEVEL &' ol i |
FOR POOL SHORING DETALL THEREFORE USE &' CONCRETE 5LAB WITH * 3 © 9 O, EACH UAY o P I
18- THIS SET OF PLANS ARE IN COMPLIANCE WITH ANSI / NSPI-5 2211, IN | - -
REFERENCE TO FLOOR SLOPES, WALL PLUMB, ENTRAPMENTS, ENTRY/ EXIT, @ TOP OF POOL ' ' - I
DECK, AND CIRCULATION $YSTEM OF PROPOSED POOL STR NOTES: EL s BATNGYD. — F oo = dolotsk, = I = Pl
UCTURAL . Lt o0 —— 1 i T 111 "
= EIEEIEE o I
| ALL POOL CONCRETE SHALL DEVELOP A MINIMUM 28 DAY e 1% T | I ©
COMPRESSIVE STRENGTH OF f'c=4000 PSl. . A CONCRETE T|lIES DRIVEWAY 7 Pyv’ 9
2. ALL CONCRETE SHALL BE IN CONFORMANCE WITH 2023 FBC ?SE%EET%R;E&R;E? 1 [ il ! 1l > «
gth EDITION AND ACI 318, 30, 341, 2013 EDITION, AND ASTM L L s | | Q G
BACKFLL AND GRADNG NOTES: D o e SD el | 18 | 3| =
2023 BUILDING FBC 8th EDITION / BY OUNER) I = S0 N
ol Do o e o s S g o LT ™ - - =4 S| %
The excavation outside the foundation shall be backfilled with soil that is 3 ORCING YIELD =EEE \ R - == ==, -~ - -/ == == - === yo— =
free of organic material, construction debris, cobbles and boulders or with a STRENGTH OF Fy=60000 PSI. %(@ . [EMEME,":OR THICKNESS T 152 o— 8
controlled low-strength material (CLEM). The backfill shall be placed in lifts 4. ALL DECK CONCRETE (UHEN INSTALLED UNDER THESE N BOTTOM OF POOL 5 [:ﬁ:ﬁ:‘: SEE SCHEDULE EXISTING WATER — s
and compacted in a manner that does not damage the foundlation or the PLANS) SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE CoPNG D AT SHALLOW END _ T=IED D METER AND I'¢ |'9-| . ('R
waterproofing or damp proofing material. STRENGTH OF F'c=2500 5. L6 WATER LEVEL '¢ —— —H=———— &' CONCRETE WALL WITH SUPPLY LINE ¥ > S
o 5. THE DESIGN OF THIS PROJECT HAS INCORPORATED A EL. + 949 NGVD. T ' O o
O e e Tt e compacted RATIONAL DESIGN APPROACH BASED ON ACCEFTED EL - 30" 1 [FI=T 43 e 9 oC EACH WAY el il =
844 Site grading. RATIONAL DESIGN APPRC Moyl A : D=1 (WALL PLUMB 11 MAXIMUM) Z L,
The ground immediately adjacent to the foundation shall be sloped away from - \ S &' CONCRETE SLAB —I[= < O 07
the building at a slope of not less than one unit vertical in 20 units horizontal 6. ALL REINFORCING SPLICES SHALL BE 18" IN LENGTH UNLESS R L&' TILE (SELECTED WITH *3 8 9' OC HIEV— STEEL TEXT FORM - =1 —: g
(5-percent slope) for a minimum distance of 10 feet (3048 mmneasured OTHERWISE INDICATED ON THESE PLANS. —=  BY OUINER) ’ { [i-1 OR KRAFT FORM Q L =
perpendicular to the face of the wall. If physical obstructions or lot lines SUIMOUT BACH UAY Em: n o £
prohibit 12 feet (3048 mm) of horizontal distance, a 5-percent slope shall be \ tﬁ% - Q < -g
provided to an approved alternative method of diverting water away from ’ PROVIDE DIFFERENT BOTTOM OF POOL 1 =L 00_ 8
the foundation. Swales used for this purpose shall be sloped a minimum of 2 SOIL STATEMENT COLOR TILE NON-6LIP AT DEEP END t@ﬁ Ye— -
percent uhere located within 10 feet (3048 mm) of the bullding foundation. SOIL CONDITION AT SITE BY VISUAL INSPECTION INDICATES AN AT SWIMOUT EDGE @ EL + 149 NGYD. T 0 S
Imoervious surfaces within 12 feet (3048 mm) of the bullding foundation shall ALLOWABLE BEARING CAPACITY OF 2000 PSF. (UNDISTURBED (OPTIONAL) EL - 5.0 . = 20" ASPHALT PAVEMENT % [y v} D
t 00_ = =
g .2 &
174 Ty
T =

LOCATED AT

* 30'-0'
GOVERNING BULDING CODES *
" 2]I_@I II_@I II_@I ']I_@I 1
- ANSI / APSP / ICC 3-14 #*
- ANSI / APSP / ICC 4-12
- ANSI / APSP / ICC 5-I TOP OF POOL WATERLEVEL— | COPNe — Wahal _ 19P OF POOL & SITE PLAN DRAIN : RMG.
- ANSI / APSP / ICC 6-13 EL. + 1249 NGVD. s S EL. + 1249 NGVD. SCALE: 5’ = 10" PERVIOUS & IMPERVIOUS AREA
- ANSI / APSP / ICC 1_]3 EL. t @|-0| | T I Il \-Q I T T I T T I T T I T T I T T I T £ 1 I T I I T T I T T TAI\ r“h“la LEDGE\ T T EL' t @|-0|
- : ize = CHECKED : OVC.
- 2023 FBC BULLDING éth EDITION ' . SWIMOUT / BENCH (BETOND AND BEHIND) CeELECTED BY GUER NI FNIMP SERiO AREA REQUIRED =
- 2023 FBC EXISTING BUILDING 8th EDITION 9 .
] . w2 6' CONCRETE 5LAB WITH = 8025 SQFT. x 25% = 200625 SQFT. DATE : Julg '25
4
2023 FBC ACCESSIBILITY 8th EDITION 6' CONCRETE WALL WITH PROPOSED 200L FINISH (SELECTED ®  larEp o n oo B Ay
- 2023 FBC RESIDENTIAL 8th EDITION *3 8 9' OC EACH WAY 8 BY OINER) ] <. BOTTOM OF POOL RESIDENCE 1357714 SQFT.
- 68026 NEC. 2020 EDITION (WALL PLUMB 1I° MAXIMUM) | » POOL Wi © |\ 7 AT SHALLOW END 'S POOL ¢ COPING 52111 6QFT. SCALE : SHOUN
iy &' CONCRETE SLAB WITH EL. + 949 NGVD. LEGAL DESCRIPTION: Follo: 20-5010-005-003) N Lo el
oTIOM CF POOL | 2 FLAT #3903 OC BACH LAY ' Lot & of 'DIAGLES Subdivision', according to the plat thereof, as A/C ¢ POOL EQUUIPMENT 5LAB 21 SQFT. JOB No: 25-101
recorded in Plat Book 47, at Page 16, of the Fublic Record of . . %

ATDEEPEND } \ MAIN DRAN Miami-Dadke County, Florid. TOTAL IMPERVIOUS AREA = 303659 SQFT.- 3184 SEET

EL. + 149 NGVD. e = NS TOTAL PERVIOUS AREA = 4938841 SQFT. = 6216%

EL. - 5-0"

GRAVEL : WELL COMPACTED FILL

32'x4'x4" sUMP
PVC MAIN DRAIN

1

14 HYDRO VALVE =z

TYPICAL POOL SECTION

THIS ITEM HAS BEEN DIGITALLY SIGNED AND SEALED BY OLGA V. CORDERO PE. PRINTED COPIES OF THIS DOCUMENT
ARE NOT CONSIDERED SIGNED AND SEALED AND THE SIGNATURE MUST BE VERIFIED IN ANY ELECTRONIC COPIES.
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TOTAL 50' RIGHT OF WAY
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SITE PLAN
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RESIDENCE  No. 11115
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POOL EQUIPMENT  SURROUNDED WITH  36" HIGH SHRUBS
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EXISTING 375 SQ.FT. DRAIN FIELD (25 CHAMBERS AND 200 SQ.FT. OF UNOBSTRUCTED AREA
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EXISTING 900 GALLONS SEPTIC TANK
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EXISTING WATER METER AND 1"~ SUPPLY LINE
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CONCRETE TILES DRIVEWAY
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11115 SW 78th Court Village of Pinecrest, FL 33156
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THIS ITEM HAS BEEN DIGITALLY SIGNED AND SEALED BY OLGA V. CORDERO P.E.  PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED SIGNED AND SEALED AND THE SIGNATURE MUST BE VERIFIED IN ANY ELECTRONIC COPIES.
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UTILITY POLE
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ELECTRIC METER
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UNDERGROUND ELECTRIC SERVICE IN CONDUIT
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EXISTING 48" HIGH CHAIN LINK FENCE AS PART OF POOL BARRIER
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EXISTING 48" HIGH CHAIN LINK FENCE AS PART OF POOL BARRIER
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EXISTING 48" HIGH CHAIN LINK FENCE AS PART OF POOL BARRIER
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EXISTING 5'W x 6'H ALUMINUM GATE WITH SELF CLOSER AND SELF LATCH AT 54" HIGH
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EXISTING 5'W x 6'H ALUMINUM GATE WITH SELF CLOSER AND SELF LATCH AT 54" HIGH
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PROVIDE DOORS AND WINDOWS ALARM ON ALL OPENINGS WITH DIRECT ACCESS TO POOL
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PROPERTY LINE
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PROVIDE 6" MINIMUM HIGH BERM EL.=+11.33' NGVD29
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SECTION-X / BERM DETAIL
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1. BERM TO BE CONSTRUCTED OF SUITABLE BERM TO BE CONSTRUCTED OF SUITABLE FILL MATERIAL, NO MUCK, OR OPEN GRADE SILICA, COMPACTED TO 92% DENSITY AND SODDED OR STABILIZED IN AN APPROVED METHOD TO PREVENT EROSION  2. GRADE ELEVATIONS ALONG EACH GRADE ELEVATIONS ALONG EACH PROPERTY LINE SHALL MATCH EXISTING ADJACENT PROPERTY GRADE ELEVATIONS
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ADJACENT PROPERTY
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ALL RAINWATER MUST BE MAINTAINED WITHIN PRIVATE PROPERTY
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DENOTES PROPOSED 6" MINIMUM HIGH BERM (SEE DETAIL THIS SHEET)
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NO DECK UNDER THIS PERMIT
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R4501.17Residential swimming barrier requirement. Residential swimming pools shall comply with Sections R4501.17.1 through R4501.17.3. Exception: A swimming pool with an approved safety pool cover complying with ASTM F1346. R4501.17.1Outdoor swimming pools. Outdoor swimming pools shall be provided with a barrier complying with R4501.17.1.1 through R4501.17.1.14. R4501.17.1.1 The top of the barrier shall be at least 48 inches (1219 mm) above grade measured on the side of the barrier which faces away from the swimming pool. The maximum vertical clearance between grade and the bottom of the barrier shall be 2 inches (51 mm) measured on the side of the barrier which faces away from the swimming pool. Where the top of the pool structure is above grade the barrier may be at ground level or mounted on top of the pool structure. Where the barrier is mounted on top of the pool structure, the maximum vertical clearance between the top of the pool structure and the bottom of the barrier shall be 4 inches (102 mm). R4501.17.1.2 The barrier may not have any gaps, openings, indentations, protrusions, or structural components that could allow a young child to crawl under, squeeze through, or climb over the barrier as herein described below. One end of a removable child barrier shall not be removable without the aid of tools. Openings in any barrier shall not allow passage of a 4-inch-diameter (102 mm) sphere. R4501.17.1.3 Solid barriers which do not have openings shall not contain indentations or protrusions except for normal construction tolerances and tooled masonry joints. R4501.17.1.4 Where the barrier is composed of horizontal and vertical members and the distance between the tops of the horizontal members is less than 45 inches (1143 mm), the horizontal members shall be located on the swimming pool side of the fence. Spacing between vertical members shall not exceed 13/4 inches (44 mm) in width. Where there are decorative cutouts within vertical members, spacing within the cutouts shall not exceed 13/4 inches (44 mm) in width. R4501.17.1.5 Where the barrier is composed of horizontal and vertical members and the distance between the tops of the horizontal members is 45 inches (1143 mm) or more, spacing between vertical members shall not exceed 4 inches (102 mm). Where there are decorative cutouts within vertical members, spacing within the cutouts shall not exceed 13/4 inches (44 mm) in width. R4501.17.1.6 Maximum mesh size for chain link fences shall be a 21/4-inch square (57 mm) unless the fence is provided with slats fastened at the top or bottom which reduce the openings to no more than 13/4 inches (44 mm). R4501.17.1.7 Where the barrier is composed of diagonal members, the maximum opening formed by the diagonal members shall be no more than 13/4 inches (44 mm). R4501.17.1.8 Access gates, when provided, shall be self-closing and shall comply with the requirements of Sections R4501.17.1.1 through R4501.17.1.7 and shall be equipped with a self-latching locking device located on the pool side of the gate. Where the device release is located no less than 54 inches (1372 mm) from the bottom of the gate, the device release mechanism may be located on either side of the gate and so placed that it cannot be reached by a young child over the top or through any opening or gap from the outside. Gates that provide access to the swimming pool must open outward away from the pool. The gates and barrier shall have no opening greater than 1/2 inch (12.7 mm) within 18 inches (457 mm) of the release mechanism.
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SEE SITE PLAN FOR FENCE INFORMATION
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DESCRIPTION
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2023 F.B.C. 8th EDITION R4501.17 Residential swimming barrier requirement.
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BARRIER SCHEDULE 
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GATE ALARM  MANUFACTURER - TECHKO MODEL- S187D / ETL APPROVED UNDER UL 2017 STANDARDS , 9V BATTERY OPERATION, WATER/WEATHER RESISTANT, AUDIBLE ALARM- 110-115 db @ 10 FT. UNIT SHALL BE INSTALL AT A MINIMUM HEIGHT OF 54", HIGH ENOUGH TO BE OUT OF REACH OF CHILDREN
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COMPLYING WITH 
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ALL DOORS & WINDOWS PROVIDING DIRECT ACCESS TO POOL FROM DWELLING SHALL BE EQUIPPED W/ EXIT ALARM COMPLYING W/ UL 2017 W/ A MINIMUM SOUND PRESSURE RATING OF 85 DB AT 10 FEET, OR, SHALL BE EQUIPPED W/ SELF-CLOSING, SELF-LATCHING DEVICE INSTALLED MIN. 54" ABOVE FLOOR PER R4501.17.1.9
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2023 FBC 8th EDITION
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GENERAL NOTES
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1- ALL FLOORS AND WALLS OF POOL TO BE CONCRETE SHALL BE     PNEUMATICALLY PLACED (SHOTCRETE OR GUNITE)  A 28 DAY MINIMUM COMPRESSIVE STRENGTH OF 4,000 PSI.  2- ALL REINFORCING STEEL TO CONFORM TO ASTM 615 GRADE 60.  3- ALL POOL PIPING TO BE SCHEDULE 40 PVC BEARING NSF APPROVAL WITH LOGO PRINTED. PLASTIC PIPE SUBJECT TO A PERIOD OF PROLONGED  SUNLIGHT EXPOSURE SHALL BE COATED TO PROTECT IT FROM ULTRAVIOLET LIGHT DEGRADE - 2023 FBC 8th EDITION R4501.6.5  4- FILTER BACKWASH SHALL COMPLY WITH CHAPTER R4501.20 OF THE 2023 FBC 8th EDITION.  5- NO POOL OR SPA DECK SHALL BEAR ON ANY TYPE OF SOILS EXCEPT CLEAN SANDS OR ROCK WHICH SHALL BE COMPACTED TO PROVIDE A SAFE BEARING CAPACITY OF 2,000 PSF. ANY ORGANICS, MARLS, OR OTHER TYPES OF DELETERIOUS MATERIALS ENCOUNTERED ON EXCAVATION SHALL BE REMOVED (DEMUCKED) IN THEIR ENTIRETY AND THE AREA SHALL BE BACKFILLED WITH ACCEPTABLE SOIL AND COMPACTED IN 12"THICK LAYERS. WHERE THE CONTRACTOR CAN NOT REMOVE THE ORGANICS DUE TO WHATEVER CAUSED, THE POOL SHALL BE REDESIGN FOR PILING. 6- IN ALL CASES THE POOL CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PROTECT EXISTING STRUCTURES FROM FAILURE BY SHORING, UNDERPINNING OR ANY OTHER METHOD IF REQUIRED. THE DESIGN ENGINEER ASSUMES NO RESPONSIBILITY FOR THE SAFETY OF EXISTING STRUCTURE.  7- THE DESIGN ENGINEER ASSUMES NO RESPONSIBILITY FOR POOL CONSTRUCTION IN EASEMENTS OR REQUIRED SETBACK AREAS. PLOT PLANS NOT PREPARED FROM LEGAL SURVEYS OF THE EXISTING LOT AND RESIDENCE ARE SO INDICATED. POOL CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD  AND ESTABLISH LOT LINES IF NECESSARY. CONTRACTOR AND / OR OWNER SHALL VERIFY LAYOUT SHOWN AND ALL DIMENSIONS PRIOR TO CONSTRUCTION.  8- CONTRACTOR SHALL ESTABLISH LOCATIONS OF UTILITIES AT THE SITE. MINIMUM CLEARANCE DIMENSIONS SHALL BE HELD AND SHALL BE AS REQUIRED BY THE LOCAL REGULATORY AGENCY IN GENERAL. HOLD A DISTANCE OF 10 FEET FROM OVERHEAD ELECTRIC LINES TO OPEN POOL WATER EDGE AND 5 FEET FROM UNDERGROUND ELECTRIC LINES.  9- POOL SLIDES TO BE INSTALLED IN ACCORDANCE WITH LATEST EDITION OF CONSUMER PRODUCTS SAFETY COMMISSION 10-MINIMUM 4'-0" HIGH IS FENCE RECOMMENDED AROUND ALL POOLS IN UNSCREENED AREAS. COMPLY WITH CHAPTER R4501.17 OF THE 2023 FBC 8th EDITION.  11-WHERE POOLS ABUT OR ARE PLACED NEARBY SEAWALLS OR BULKHEADS SPECIAL CARE SHALL BE EMPLOYED. THE WALLS SHALL BE IN GOOD CONDITIONS NOT PERMITTING ANY SHIFTING OR REMOVAL OR LOOSENING OF THE SUPPORTING SOIL AWAY FROM THE POOL. IF THE WALLS DO NOT FULLY CONTAIN THE SOILS BEHIND THEM, THEY SHALL BE REPLACED OR REPAIRED. CONTINUAL MAINTENANCE OF THE WALLS IS REQUIRED OF THE PROPERTY OWNER. WHEN EXCAVATING FOR THE POOL, THE SEAWALL TIEBACKS SHALL NOT BE CUT. WHERE CONCRETE DEAD-MEN FALL WITHIN THE EXCAVATION, NOTIFY THE ENGINEER FOR INSTRUCTIONS.  12-THE CONTRACTOR SHALL BACKFILL THE POOL SHELL WITH CAUTION. THE PLUMBING SHALL NOT BE DISTURBED. BACKFILL SHALL BE ACCOMPLISHED WITH CLEAN SANDS FREE OF ORGANIC MATERIALS AND SHALL BE PLACED IN 12" THICK LAYERS. EACH LAYER SHALL BE COMPACTED TO 90 % OF THE SOILS MAXIMUM DENSITY BY TAMPING SOLIDLY. SOILS BELOW THE PATIO SHALL BE PLACED IN A SIMILAR MANNER.  13-WHERE PATIOS ARE INDICATED BY OTHERS. THE PATIO DESIGN NOTES SHOWN ON THE TYPICAL WALL SECTION DO NOT APPLY. PATIO DESIGN SHALL BE BY OTHERS.  14-WARNING: TO EMPTY POOL AFTER CONSTRUCTION FOR REPAIRS OR ANY OTHER REASON, THE HYDROSTATIC UPLIFT PRESSURES BENEATH THE POOL MUST BE ELIMINATED TO PREVENT THE POOL FROM FLOATING UPWARD. THE OWNER MUST CONSULT AND POOL REPAIR CONTRACTOR EXPERIENCED IN ELIMINATING UPLIFT PRESSURES.  15- THIS PLANS REMAINS THE PROPERTY OF THE DESIGN ENGINEER. IT IS NOT TRANSFERABLE FROM ONE CONTRACTOR TO ANOTHER WITHOUT THE WRITTEN PERMISSION OF THE DESIGN ENGINEER AND TO THE BEST OF OUR PROFESSIONAL KNOWLEDGE AND BELIEF, THEY HAVE BEEN PREPARED IN COMPLIANCE WITH THE ANSI-NSPI-5-2003, 2023 FBC 8th EDITION AND ALL APPLICABLE LOCAL CODES AND REGULATIONS.  16- CONCRETE POOL DECK, SHALL BE PROVIDED W/ |" WIDE SAWCUT CRACK CONTROL JOINTS SPACED AT 5'-0" O.C. OR FOR AN EFFECTIVE CONCRETE AREA OF 150 SQ. FT. CRACK CONTROL JOINTS SHALL BE SAWCUT AT A DEPTH OF 1/3 THE SLAB THICKNESS. 17- SHORING MAYBE REQUIRED WHEN SOIL CONDITIONS EXHIBIT UNSTABLE ROCK FORMATION WHEN POOLS ARE LESS THAN 5' FROM STRUCTURE. IF UNSTABLE SOIL IS FOUND IT AT TIME OF EXCAVATION NOTIFY ENGINEER FOR POOL SHORING DETAIL 18- THIS SET OF PLANS ARE IN COMPLIANCE WITH ANSI / NSPI-5 2011, IN REFERENCE TO FLOOR SLOPES, WALL PLUMB, ENTRAPMENTS, ENTRY/ EXIT, DECK, AND CIRCULATION SYSTEM OF PROPOSED POOL
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ALUMINUM PICKET SINGLE GATE DETAIL
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(TO COMPLY WITH F.B.C. 2023 8th EDITION R4501.17)
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AT 54" HIGH
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SELF LATCH
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SPRING LOADED  SELF CLOSING  HINGES WITH 90^  STOP (TYP.)
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ALUMINUM PICKET FENCE TO REJECT 4" SPHERE (BY OTHERS)
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PROVIDE  5'W x 6'H ALUMINUM PICKET GATE WITH SELF CLOSER AND SELF LATCH 
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ALUMINUM PICKET FENCE TO REJECT 4" SPHERE (BY OTHERS)
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NO OVERHEAD ELECTRIC WIRES ON THIS SIDE
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NO OVERHEAD ELECTRIC WIRES ON THIS SIDE
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THE PROPOSED LOCATION OF SWIMMING POOL SHALL COMPLY WITH ALL OVERHEAD CONDUCTORS (POWER LINES, SERVICE DROP, AND LOW VOLTAGE LINES) PER N.E.C. - 680-9 (A) (B) (C) Overhead Conductor Clearances 
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TOP OF POOL
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EL. + 12.49' N.G.V.D.
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EL. ; 0'-0"
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AT DEEP END
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EL. + 7.49' N.G.V.D.
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EL. - 5'-0"
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BOTTOM OF POOL
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AT SHALLOW END
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EL. + 9.49' N.G.V.D.
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EL. - 3'-0"
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BOTTOM OF POOL
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EL. ; 0'-0"
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6" CONCRETE SLAB WITH # 3 @ 9" O.C. EACH WAY
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TYPICAL POOL SECTION
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WELL COMPACTED FILL
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32" FLAT MAIN DRAIN
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32"x4"x4" SUMP
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1| HYDRO VALVE
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PVC MAIN DRAIN
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GRAVEL
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TANNING LEDGE
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6" CONCRETE WALL WITH  # 3 @ 9" O.C EACH WAY (WALL PLUMB 11^ MAXIMUM)
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WATER LEVEL
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COPING
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SWIMOUT / BENCH (BEYOND AND BEHIND)

AutoCAD SHX Text
1/7 MAX.
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SLOPE
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6" WIDE CERAMIC TILES (SELECTED BY OWNER)
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POOL FINISH (SELECTED BY OWNER)
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PROPOSED POOL
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6" CONCRETE SLAB WITH # 3 @ 9" O.C. EACH WAY
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RESIDENCE
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POOL & COPING
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DRIVEWAY & WALKWAY
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CONCRETE LANDING
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A/C & POOL EQUUIPMENT SLAB
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1,957.74 SQ.FT.
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519.08 SQ.FT.
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12 SQ.FT.
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TOTAL IMPERVIOUS AREA =
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3,036.59 SQ.FT.= 37.84%%% 
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TOTAL PERVIOUS AREA  = 
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4,988.41 SQ.FT. = 62.16%%%
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Lot Size = 8,025 Sq.Ft MINIMUM PERVIOUS AREA REQUIRED = 8,025 SQ.FT. x 25% = 2,006.25 SQ.FT.
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%%UPERVIOUS & IMPERVIOUS AREA
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%%ULEGAL DESCRIPTION:
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Folio:  20-5010-005-0031
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Lot 6 of "DIAGLES Subdivision", according to the plat thereof, as recorded in Plat Book 47, at Page 16, of the Public Record of Miami-Dade County, Florida.  
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POOL DEPTH (bottom of pool slab) 
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NEGATIVE UPLIFT THEREFORE USE A MINIMUM OF 6" CONCRETE SLAB
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TYPICAL WALL SECTION
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OR KRAFT FORM
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STEEL TEXT FORM
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FOR THICKNESS 
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SEE SCHEDULE
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WELL COMPACTED FILL
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R3'-0" MAXIMUM
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AT DEEP END
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WATER LEVEL
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12" RADIUS
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6" WIDE CERAMIC TILES (SELECTED BY OWNER)
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POOL FINISH (SELECTED BY OWNER)
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6" CONCRETE SLAB WITH # 3 @ 9" O.C EACH WAY
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AT SHALLOW END
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EL. + 9.49' N.G.V.D.
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6" CONCRETE WALL WITH  # 3 @ 9" O.C EACH WAY (WALL PLUMB 11^ MAXIMUM)
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SWIMOUT DETAIL 
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PROVIDE DIFFERENT COLOR TILE NON-SLIP AT SWIMOUT EDGE (OPTIONAL)
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SWIMOUT
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WATER LEVEL
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6" TILE (SELECTED BY OWNER)
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SKIMMER DETAIL
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WATER LEVEL
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2023 BUILDING FBC 8th EDITION 1804.3  Placement of backfill. The excavation outside the foundation shall be backfilled with soil that is free of organic material, construction debris, cobbles and boulders or with a controlled low-strength material (CLSM). The backfill shall be placed in lifts and compacted in a manner that does not damage the foundation or the waterproofing or damp proofing material. Exception: CLSM need not be compacted. 1804.4  Site grading. The ground immediately adjacent to the foundation shall be sloped away from the building at a slope of not less than one unit vertical in 20 units horizontal (5-percent slope) for a minimum distance of 10 feet (3048 mm)measured perpendicular to the face of the wall. If physical obstructions or lot lines prohibit 10 feet (3048 mm) of horizontal distance, a 5-percent slope shall be provided to an approved alternative method of diverting water away from the foundation. Swales used for this purpose shall be sloped a minimum of 2 percent where located within 10 feet (3048 mm) of the building foundation. Impervious surfaces within 10 feet (3048 mm) of the building foundation shall be sloped a minimum of 2 percent away from the building, except as otherwise permitted in Section 1010.1.5, 1012.3 or 1012.6.1. Exception: Where climatic or soil conditions warrant, the slope of the ground away from the building foundation shall be permitted to be reduced to not less than one unit vertical in 48 units horizontal (2-percent slope).
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BACKFILL AND GRADING NOTES:
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%%UGOVERNING BUILDING CODES
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- ANSI / APSP / ICC 3-14
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- ANSI / APSP / ICC 4-12
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- ANSI / APSP / ICC 5-11
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- ANSI / APSP / ICC 6-13
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- ANSI / APSP / ICC 7-13
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- 2023 FBC BUILDING 8th EDITION
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- 2023 FBC EXISTING BUILDING 8th EDITION
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- 2023 FBC ACCESSIBILITY 8th EDITION
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- 2023 FBC RESIDENTIAL 8th EDITION
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