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NOTES.

THE CONTRACTOR SHALL BACKFILL POOL SHELL WITH CAUTION.
BACKFILL SHALL

BE PERFORMED WITH CLEAN SAND, FREE OF ORGANIC MATERIALS
AND SHALL BE PLACED IN 12 INCH THICK LAYERS. EACH LAYER
SHALL BE COMPACTED TO 90% OF THE SOILS MAXIMUM DENSITY
BY TAMPERING SOLIDLY. SOILS BELOW THE DECK SHALL BE
PLACED IN SIMILAR MANNER.

THE CONTRACTOR SHALL VERIFY ALL PLAN DIMENSIONS AND
CONDITIONS AT THE JOB SITE AND REPORT ANY INCONSISTENCIES
TO THE ENGINEER, IF ANY CHANGES ARE REQUIRED PRIOR TO
COMMENCING ANY WORK.ANY VARIATIONS IN ACTUAL FIELD
CONDITIONS /DIMENSIONS FROM THOSE SHOWN IN THE DRAWINGS
SHALL BE REPORTED TO THE ENGINEER. OTHERWISE, THE
CONTRACTOR SHALL BEAR FULL RESPONSIBILITY OF SUCH
CHANGES AND ANY REQUIRED REVISION TO THE PLANS.

WHEN PERFORMING WORK BELOW GRADE, CARE SHALL BE TAKEN
TO AVOID DAMAGING ANY EXISTING UTILITIES. CONTRACTOR TO
LOCATE ALL EXISTING UTILITIES PRIOR TO EXCAVATION. REROUTE
THE UTILITY LINES TO ACCOMMODATE NEW CONSTRUCTION.

IN ALL CASES, THE POOL CONTRACTOR SHALL TAKE ALL
PRECAUTIONS TO PROTECT EXISTING STRUCTURES FROM FAILURE
BY SHEATHING AND/OR SHORING, OR OTHER METHODS AS
REQUIRED. THE DESIGN ENGINEER ACCEPTS NO RESPONSIBILITY
FOR THE SAFETY OF EXISTING STRUCTURES

CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL
EXCAVATION PROCEDURES INCLUDING LAGGING, SHORING, AND
PROTECTION OF ADJACENT PROPERTY, STRUCTURES, STREETS AND
UTILITIES IN ACCORDANCE WITH THE LOCAL BUILDING DEPARTMENT.
THE CONTRACTOR SHALL CONTRACT AN INDEPENDENT TESTING

REQUIRED BY SECTION 1923.2 OF THE F.B.C.
WARNING!

UPLIFT PRESSURES MUST BE ELIMINATED TO PREVENT POOL FRI

UP®

FLOATING ABOVE GROUND, AND CAUSING DAMAGE TO THE
STRUCTURAL INTEGRITY OF THE POOL. 12:53:19-04'00"
THIS PLAN REMAINS THE PROPERTY OF THE DESIGN ENGINEERS. IT

IS NOT TRANSFERABLE FROM ONE CONTRACTOR TO ANOTHER
WITHOUT THE WRITTEN PERMISSION OF THE DESIGN ENGINEERS.

electronic copies.
Date: 2026.04.06

VENT SCHEDULE

PUMP |DRAIN PIPE [GPM @ 8 FPS

11/2" VENT

PIPE LENGTH

3/4 Hp 2 40 GPM

25.0' MAX

1 HP 2 95 GPM

30.0° MAX

1.85 HP ys 75 GPM

FOUNTAIN

40.0° MAX*

27 HP 21/27 | 83 GPM

55.0° MAX

21/2 HP ¥ 110 GPM

740° MAX

3 HP ¥ 137 GPM

740" MAX

FLOOD ZONE "AE”
BASE FLOOD

=10

WATER FUTURE SURFACE 296 S.F.
WATER FUTURE PERIMETER 73’

]

11_Oi'1 31_011 L

FOUNTAIN
1.85 HP PUMP SINGLE SPEED

2" DRAIN LINE
2" FLOOR INLETS

/‘ 2” DRAIN LINE

1 1

FOUNTAIN
1.85 HP PUMP SINGLE SPEED

2" VACUUM LINE
2" DRAIN LINE
2" DRAIN LINE
2" FLOOR INLETS
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FOUNTAIN PIPING PLAN
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PROPOSED PLUMBING WORK FOR A WATER FEATURE

1.85 HP VARIABLE PUMP COMPLY W/ FBC 2023 8th EDITION. SEE NOTE 8 DWG A-3
75 GPM AT 60’ HEAD
WITH HAIR & LINT STRAINER

1.85 HP VARIABLE PUMP COMPLY W/ FBC 2023 8th EDITION. SEE NOTE 8 DWG A-3

75 GPM AT 60" HEAD
WITH HAIR & LINT STRAINER
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