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TO COMPLY AS A POOL BARRIER THE MESH SIZE
MUST BE NO GREATER THAN 1-1/4" - SEE FBC
454.2.17.1.6

0

QRIIKRRKKERK 18R
09.900.009.9,0.0.0.0.9.9.9.9, 0%6%%%
09000209000 200020 2000 %0 % S ST ® .0, 9,0, %
0900000200000 00900540, % 0% %%
090 000. 00, 0.9, 0. 0.0 0 O STV o 0 0.
1900000000, 0. 0.0, 0.9, 0.0, $90%%%
—_—— - 0002000200000 9000 %000 e L P 0 0 0 0
1 0000000000900 %40 %% % 0,000
0. 000,090,900 0 O O STV 4.0 0.,
10000002090 %0% %6 %% %6 %% 0%6%6% %%
0000002002000 0. % % S S v v o o
0 0000009020000 %0 0% %000 o002 %%
0900090000, 0.0. 0.0 0.0 O SRV (0 0 0.
026202 %260 %% %% %% [5%6% %%
SRRIRKXKIKILK] R
RRXRKKKKKK] 1K

70008
0959,
XRHRK

3

2
2%
2

%
XL

&K
R

St
&
oot
00!
XS
%
3K
%S
3%
Fososs
3
2
XXX,
- X
X%
XK

Line Post Concrete

VERIFY w/ V.0.P. ZONING

N

1. THE TOP OF THE BARRIER SHALL BE AT LEAST 48 >//\\\//\\\///\\\// \\\///\\\///\\\///\\>
INCHES ABOVE FINISHED GROUND LEVEL MEASURED ON THE ~ R | | B

SIDE OF THE BARRIER WHICH FACES AWAY FROM THE = |84 FOUNDATION
SWIMMING POOL. THE MAXIMUM VERTICAL CLEARANCE = RN

BETWEEN FINISHED GROUND LEVEL AND THE BARRIER Ll e \\\//\\>

SHALL BE 2 INCHES MEASURED ON THE SIDE OF THE : <\>\/ /\\\//

BARRIER WHICH FACES AWAY FROM THE SWIMMING POOL. 10 FT MAXIMUM AR,

*FOR POOL BARRIER REQUIREMENTS-SEE 2020 FBC
R4501.17.1.4 7ed

6 FT MAX. CHAIN LINK FENCE MINIMUM REQUIREMENTS

. Terminal Post Dimensions Line Post Dimensions Terminal Post Concrete Line Post Concrete
Fence Height (1) (0. x wall thickness) (0. x wall thickness) Foundation Size Foundation Size
(ininches) (ininches) (diameter x depth) (diameter x depth)
(ininches) (in'inches)
Up to tt 2-3/8 x 0.042 1-5/8 x 0.047 10 x 24 8 x 24
Over 10 § 2-3/8 x 0.042 1-7/8 x 0.055 10 x 24 8 x 24
Over § to 6 2-3/8 x 0.042 1-7/8 x 0.065 10 x 24 8 x 24
Notes:

1. This Table is applicable only to fences with unrestricted airflow.

2. Fabric: 12-1/2 gauge minimum.

3. Tension Bands: Use one less than the height of the fence in feet evenly spaced.

4. Fabric Ties: Must be minimum the same gauge of the fabric.

5. Fabric Tie Spacing on the Top Rail: Five ties between posts, evenly spaced.

6. Fabric Tie Spacing on Line Posts: One less than height of the fence in feet, evenly spaced.
7. Either top rail or top tension wire shall be used.

8. Braces must be used at Terminal Posts if top tension wire is used instead of Top Rail.

9. Post Spacing: 10 foot on center maximum.

10. Posts shall be embedded to within 6 inch from the bottom of the foundation.

11. In order to follow the contour of the land, the bottom of the fence may clear the contour
of the ground by up to 5 inch without increasing table values to the next higher limit.

VILLAGE OF PINECREST TYPICAL RESIDENTIAL CHAIN LINK FENCE
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